
INCREASE STACKS TO 
ACHIEVE THICKER EDGE 
PROFILES. 

DESIGN REMAINS PROPERTY OF AUSTARON 
SURFACES AND CAN ONLY BE USED WHEN 
SPECIFYING STARON SOLID SURFACE.

Architect to determine design suitability.

Contact your Staron representative for any 
colour samples or technical information.
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STARON EDGE DETAILS TITLE

  
SOLID SURFACE COMMON DETAILS

IN LIMITED APPLICATIONS 
FABRICATORS MAY OPT FOR 
A MITRE JOIN WHEN USING 
HEAVILY PATTEREND DESIGNS.

MITRE JOIN 

38MM

MOST COMMON SOLID 
SURFACE EDGE DETAIL.

50+MM

A DOUBLE DROPPED EDGE 
RECOMMENDED FOR EDGE 
DETAILS OF 50 -100MM.

REBATE DEPTH DETERMINED 
BY FABRICATOR DEPENDING
ON SUBSTRATE SIZE

RADIUS OR ARRIS TO SUIT

RADIUS OR ARRIS TO SUIT

FOR EDGES OVER 100MM 
A 50MM SUPPORT PIECE 
IS REQUIRED.

>100MM

STANDARD DETAILS THICKER BENCHTOPS 

BULLNOSE

HALF BULLNOSE

QUARTER BEVEL

HALF BEVEL

OGEE

COVE / 10MM TILE COVE

R10

TILE COVE

BOTTOM RETURN OPTION 

24MM

12MM

INTEGRATED SOLID SURFACE SPLASHBACK OPTIONAL

A 10MM TILE COVE OFFERS A SMOOTH 
CLEAN FINISH WHERE THE BENCHTOP
MEETS THE SPLASHBACK. IT ELIMINATES 
DIRT AND GERM CREVICES AND ALLOWS 
A SEAMLESS JOIN TO THE SPLASHBACK. 

UTILISING SOLID SURFACE 
SHEET THICKNESS FOR TOPS. 
(VANITY, JOINERY UNIT ETC)

THINNER BENCHTOPS 

SHARK NOSE OPTION 

AUS: 17/30 Heathcote Rd Moorebank NSW 2170
NZ: 94 Nevay Rd, Karaka Bays Wellington 6620

phone: 02 9822 7055
email: sales@austaron.com.au 

web: austaron.com.au 

  


